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1  UK TYPE EXAMINATION CERTIFICATE 
2 Equipment Intended for use in Potentially Explosive Atmospheres 

UKSI 2016:1107 (as amended) – Schedule 3A, Part 1      
3 Certificate Number: CSAE 22UKEX1322X Issue: 0    
4 Product: Sensor Type SDBT-MS-20NL-ZN-E-a-LE-EX6    
5 Manufacturer: Festo SE & Co. KG        
6 Address: Ruiterstrasse 82 Esslingen,  

Baden-Württemberg  
73734  
Germany 

  

 
7 This product and any acceptable variation thereto is specified in the schedule to this certificate and the 

documents therein referred to.  
8 CSA Group Testing UK Limited, Approved Body number 0518, in accordance with Regulation 42 of the 

Equipment and Protective Systems Intended for Use in Potentially Explosive Atmospheres Regulations 
2016, UKSI 2016:1107 (as amended), certifies that this product has been found to comply with the 
Essential Health and Safety Requirements relating to the design and construction of products intended 
for use in potentially explosive atmospheres given in Schedule 1 of the Regulations. The examination 
and test results are recorded in the confidential reports listed in Section 14.2.  

9 Compliance with the Essential Health and Safety Requirements has been assured by compliance with: 
 

EN IEC 60079-0:2018 EN 60079-11:2012    
Except in respect of those requirements listed at Section 16 of the schedule to this certificate. The above 
standards may not appear on the UKAS Scope of Accreditation, but have been added through flexible 
scope of accreditation, which is available on request.  

10 If the sign ‘X’ is placed after the certificate number, it indicates that the product is subject to Specific 
Conditions of Use identified in the schedule to this certificate.  

11 This UK TYPE EXAMINATION CERTIFICATE relates only to the design and construction of the specified 
product. Further requirements of the Regulations apply to the manufacturing process and supply of this 
product. These are not covered by this certificate.  

12 The marking of this product shall be in accordance with Regulation 41 and include the following:  
 
 
 
 
 
 
 
 
  

 
 
Name: Michelle Halliwell 
Title: Director of Operations 

II 1GD 
Ex ia IIC T4 … T6 Ga 
Ex ia IIIC T135°C Da 
Ta = -40˚C ≤ Ta ≤ 85˚C (cable in fixed location)  
Or  
Ta = -20˚C ≤ Ta ≤ 85 ˚C (cable not in fixed location) 
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13 DESCRIPTION OF PRODUCT  
Sensor Model SDBT-MS-20NL-ZN-E-a-LE-EX6 detects the magnetic field of a permanent magnet that is 
integrated in the piston of a cylinder, in this way indirectly indicating the position of the piston rod. The 
sensor is mounted in a slot in the cylinder. The position "a" in the type designation represents the 
numerical values "0.1 to 30.0" and indicates the length of the permanently connected cable in meters. 
The maximum ambient temperature is 45 °C for temperature class T6 and 85 °C for temperature class 
T4 and group III (T135 °C). The minimum temperature is -40 °C or -20 °C if the cable is not installed 
permanently.  

14 DESCRIPTIVE DOCUMENTS  
14.1 Drawings  

Refer to Certificate Annexe.  
14.2 Associated Reports and Certificate History  

Issue Date Report number Comment 
0 01 December 2022 R80123854A The release of the prime certificate.  

15 SPECIFIC CONDITIONS OF USE (denoted by X after the certificate number)  
15.1 For electrical data and thermal data, see certificate of conformity or manual.  
15.2 If used at ambient temperatures below -20°C, the sensor including the connection cable has to be 

installed in a protective manner against mechanical stress and the cable has to be fixed.  
15.3 When used in areas that there is a risk of dust explosions, the permanently connected connection cable 

must be protected against electrostatic charging caused by dust passing by.  
16 ESSENTIAL HEALTH AND SAFETY REQUIREMENTS (REGULATIONS SCHEDULE 1)  
 In addition to the Essential Health and Safety Requirements covered by the standards listed in Section 9, 

all other requirements are demonstrated in the relevant reports.  
17 PRODUCTION CONTROL  
17.1 Holders of this certificate are required to comply with production control requirements defined in 

Schedule 3A, as applicable, and CSA Group Testing UK Regulations for Certificate Holders  
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Certificate Number: CSAE 22UKEX1322X   
Product: Sensor Type SDBT-MS-20NL-ZN-E-a-LE-EX6   
Manufacturer: Festo SE & Co. KG   
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Issue 0  
Drawing Sheets Rev. Date (Stamp) Title 
SDBT-EX6_2021_10_22 1 to 15 6 20 Aug 22 Approval Documentation  
8059576 1 to 4 1 28 Nov 22 Product Label 

 


