Data Sheet | ltem Number: 250-408/353-604

THR PCB terminal block; push-button; 0.5 mm?; Pin spacing 2.5 mm; 8-pole; Push-in

CAGE CLAMP®; 0,50 mm2; black
https://www.wago.com/250-408/353-604

Color: M black

* Cost-effective integration of high-temperature resistant THR terminal strips into SMT reflow soldering processes

Current-Carrying Capacity Curve

Pin spacing: 2.5 mm/ Conductor cross-section: 0.5 mm? "f-st"
Based on: EN 60512-5-2 / Reduction factor: 1
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 Push-in termination of solid and ferruled conductors
 Termination/removal of fine-stranded conductors via push-buttons
* 45° conductor entry angle provides easy, space-saving wiring

Notes
Note

Variants:

Similar to illustration

Dimensions in mm
L = (pole no. x pin spacing) + 1.5 mm
First solder pin, front right (red circle)

Application notes:

WAGo

Suitable for lead-free, reflow-soldering profiles per DIN EN 61760-1 and IEC 60068-2-58
up to max. 260°C peak temperature. Due to application-specific variables (component
configuration and orientation, type of soldering machine, solder paste), trial runs are re-
commended to ensure product and process compatibility under actual manufacturing

conditions.

Other pole numbers
Direct marking

Other versions (or variants) can be requested from WAGO Sales or configured at https:/

configuratorwago.com/.
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Electrical data

Ratings per
Overvoltage category
Pollution degree
Nominal voltage
Rated surge voltage

Rated current

Approvals per
Use group
Rated voltage

Rated current

Connection data

Connection points
Number of connection types

Number of levels

Physical data

Pin spacing

Width

Height

Height from the surface
Depth

Solder pinlength

Solder pin dimensions

PCB contact
PCB contact
Solder pin arrangement

Number of solder pins per potential

Material data

Note (material data)

Color

Material group

Insulation material
Flammability class per UL94
Clamping spring material
Contact plating

Fire load

Weight

MSL per J-STD 020D

Ml
3
160V
2.5kV
4A

IEC/EN 60664-1
1]
2
160V
25KV
4A

Il
2
250V
2.5kV
4A

Approvals per
Use group

Rated voltage
Rated current

Connection 1

Connection technology

Actuation type

Solid conductor

Fine-stranded conductor

Conductor diameter

Strip length

Conductor connection direction to PCB

Pole number

2.5mm/0.098 inches
21.5mm/0.846 inches
16.7 mm/0.657 inches
13.1mm/0.516 inches
12 mm/0.472 inches
2.4 mm

0.4x0.75 mm

THR
over the entire terminal strip (staggered)
1

UL 1059
B C D
300V - 300V
5A = 5A

Push-in CAGE CLAMP®
Push-button

0.14...0.5mm?/ 24 ...20 AWG
0.2...0.5mm?2/24...20 AWG
0.4..08mm/24...20 AWG
8.5...9.5mm/0.33...0.37 inches
45°

8

<a href="https://wwwwago.com/us/material-specifications">Information on material

specifications can be found here</a>
black

llla

Polyamide (PA46)

V2

Copper alloy

Tin

0.07 MJ

39

1
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Environmental requirements

Limit temperature range

Commercial data
ETIM 8.0

ETIM7.0

PU (SPU)

Packaging type
Country of origin
GTIN

Customs tariff number

Environmental Product Compliance
RoHS Compliance Status

Approvals / Certificates

General approvals

b\

Approval Standard Certificate Name
UR UL 1059 E 45172
Underwriters Laboratories

Inc.

Downloads

Environmental Product Compliance

Compliance Search

Environmental Product
Compliance
250-408/353-604

Documentation

Additional Information
Technical Section pdf
03.04.2019 2010.85 KB

pdf
535.32 KB

-60...+105°C

EC002643
EC002643

220 (55) pcs

Box

CH
4055143944892
85369010000

Compliant,No Exemption

K-

[~
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https://www.wago.com/de/d/1435602
https://www.wago.com/de/d/5603258
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CAD/CAE-Data

CAD data

2D/3D Models
250-408/353-604

1 Compatible Products
1.1 Optional Accessories

1.1.1 Marking

1.1.1.1 Marking strip

Marking strips; as a DIN A4 sheet; MAR-

KED; 1-16 (400x); Height of marker strip:

2.3mm/0.091 in; Strip length 182 mm;
Horizontal marking; Self-adhesive; white

1.1.2 Test and measurement

1.1.2.1 Testing accessories

-

WAGO Test pin; 1 mm @; 30 VAC/60V

DC; CATO; 1 A; 6 mm uninsulated; Test lead

for soldering up to 0,5mm?

1.1.3 Tool

1.1.3.1 Operating tool
/

Operating tool; Blade: 2.5 x 0.4 mm; with a

partially insulated shaft

Installation Notes

Conductor termination

Inserting solid conductors via push-in ter-

mination.

Inserting fine-stranded conductors via pu-
sh-buttons, 250 Series — 3.5 mm pin spa-

cing.

[~

Marking strips; as a DIN A4 sheet; MAR-

KED; 1-48 (100x); Height of marker strip:

2.3mm/0.091 in; Strip length 182 mm;
Horizontal marking; Self-adhesive; white

/

Operating tool; Blade: 2.5 x 0.4 mm; with a
partially insulated shaft; multicoloured

CAE data

ZUKEN Portal
250-408/353-604

Marking strips; as a DIN A4 sheet; MAR-
KED; 17-32 (400x); Height of marker strip:
2.3 mm/0.091 in; Strip length 182 mm;
Horizontal marking; Self-adhesive; white

[~

Marking strips; as a DIN A4 sheet; MAR-
KED; 33-48 (400x); Height of marker strip:
2.3mm/0.091 in; Strip length 182 mm;
Horizontal marking; Self-adhesive; white
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https://www.wago.com/de/d/3D_URLS_250-408_353-604
https://www.wago.com/de/d/Zuken_URLS_250-408_353-604
https://www.wago.com/210-331/250-202
https://www.wago.com/210-331/250-207
https://www.wago.com/210-331/250-204
https://www.wago.com/210-331/250-206
https://www.wago.com/735-500
https://www.wago.com/210-719
https://www.wago.com/210-647

Data Sheet | tem Number: 250-408/353-604
https://www.wago.com/250-408/353-604

Conductor termination

Space-saving wiring, 250 Series -5 mm
pin spacing.

Testing

Testing with 11 mm @ test pin, onthe con-  Testing with 2 mm @ test plug, touch con-
ductor, 250 Series - 2.5 ... 3.5 mm pin tact, 250 Series — 5 mm pin spacing.
spacing.

Marking

Labeling via self-adhesive strips or direct Labeling via self-adhesive strips or direct
marking. Mixed-color terminal strips (with marking. Mixed-color terminal strips (with
or without spacer) are available upon re- or without spacer) are available upon re-
quest. quest.

Subject to changes. Please also observe the further product documentation!

WAGD

Current addresses can be found at: www.wago.com
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