Data Sheet | Item Number: 745-813/999-950

Stackable PCB terminal block; 4 mm?; Pin spacing 7.5 mm; 1-pole; suitable for Ex-e
applications; CAGE CLAMP®; commoning option; 4,00 mm?; light gray
https://www.wago.com/745-813/999-950
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Color: I light gray Similar to illustration Dimensions in mm

Current-Carrying Capacity Curve
Pin spacing: 5 mm / Conductor cross-section: 4 mm?"f-st"
Based on: EN 60512-5-2 / Reduction factor: 1
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Ambient operating temperature in °C

2-,4-, 6-, 12-pole ~— Conductor rated current

Modular terminal blocks with screwdriver-actuated CAGE CLAMP® for custom terminal strip assemblies
Versions with Ex approval

Common and distribute potentials via comb-style jumper bars

Double solder pins for high mechanical stability

Integrated testing tap

Marker slot for Mini-WSB markers

Electrical data

Ex information

Ratings per ATEX: PTB 06 ATEX 1061 U/ IECEx: PTB
06.0042 U

Rated voltage EN (Ex e l) 352V

Rated current (Ex e Il) 27A

Rated current (Ex e Il) with jumper 21A
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Connection data

Connection points 1
Total number of potentials 1
Number of connection types 1
Number of levels 1
Number of jumper slots 1

Physical data

Pin spacing

Width

Height

Height from the surface
Depth

Solder pin length
Solder pin dimensions

Drilled hole diameter with tolerance

PCB contact
PCB contact
Solder pin arrangement

Number of solder pins per potential

Material data
Note (material data)

Connection 1
Connection technology
Actuation type

Solid conductor
Fine-stranded conductor

Fine-stranded conductor; with insulated
ferrule

Fine-stranded conductor; with uninsula-
ted ferrule

Strip length
Conductor connection direction to PCB

Pole number

7.5mm/0.295 inches
9mm/0.354 inches
23 mm/0.906 inches
19 mm/0.748 inches
22.9mm/0.902 inches
4 mm

0.8x1.2mm

1.5 0 mm

THT
within the terminal block (in-line)
2

CAGE CLAMP®

Operating tool
0.08...4mm?/28...12 AWG
0.08...4mm2/28...12 AWG
0.25...2.5 mm?

0.25...2.5mm?

8...9mm/0.31...0.35inches
45°
1

<a href="https://wwwwago.com/us/material-specifications">Information on material

specifications can be found here</a>

Color light gray
Material group |
Insulation material Polyamide (PA66)
Flammability class per UL94 VO
Clamping spring material Chrome-nickel spring steel (CrNi)
Contact material Electrolytic copper (E¢,)
Contact plating Tin
Fire load 0.046 MJ
Weight 259
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Environmental requirements

Limit temperature range

Commercial data
eCl@ss 10.0
eCl@ss 9.0

ETIM8.0

ETIM7.0

PU (SPU)

Packaging type
Country of origin
GTIN

Customs tariff number

Environmental Product Compliance
RoHS Compliance Status

Approvals / Certificates

Declarations of conformity and manufacturer's declarations

Approval Standard Certificate Name

ATEX-Attestation of Con- - -
formity
WAGO GmbH & Co. KG

Downloads

Environmental Product Compliance

Compliance Search

Environmental Product
Compliance
745-813/999-950

[~

-60...+105°C

27-44-04-01
27-44-04-01
EC002643
EC002643

100 (50) pcs

Box

PL
4055143240598
85369010000

Compliant,No Exemption

Approvals for hazardous areas

EAL & JECEx

Approval Standard

ATEX EN 60079
Physikalisch Technische
Bundesanstalt (PTB)

EAC TP TC012/2011
Brjansker Zertifizierungs-

stelle

IECEx IEC 60079

Physikalisch Technische
Bundesanstalt

Certificate Name

PTB 06 ATEX 1014 U (Il 2
GExeblIC Gb bzw.IM 2
Ex eb | Mb)

RU C-DE.AMO02.
B.00127/19 (Ex e lIC Gb U)

IECEx PTB 06.0039 U (Ex e
IIC Gb or Ex e | Mb)
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Documentation

Additional Information

Technical Section
03.04.2019

1 Compatible Products
1.1 Required Accessories

1.1.1 End plate
1.1.1.1 End plate

A\

End plate; 1.5 mm thick; snap-fit type;
gray

1.2 Optional Accessories

1.2.1 Ferrule
1.2.1.1 Ferrule

Ferrule; Sleeve for 0.25 mm?2/ AWG 24; in-
sulated; electro-tin plated; yellow

Ferrule; Sleeve for 0.34 mm?2/ AWG 24;
uninsulated; electro-tin plated

Ferrule; Sleeve for 0.5 mm? /20 AWG; un-
insulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 1/08.92

Ferrule; Sleeve for 0.75 mm2/ 18 AWG; in-
sulated; electro-tin plated; gray

Ferrule; Sleeve for 1 mm2/ AWG 18; insu-
lated; electro-tin plated; electrolytic cop-
per; gastight crimped; acc. to DIN 46228,
Part 4/09.90; red

pdf
2010.85 KB

[~

End plate; with flange; gray

Ferrule; Sleeve for 0.25 mm?2/ AWG 24;
uninsulated; electro-tin plated

Ferrule; Sleeve for 0.34 mm2/ AWG 24;
uninsulated; electro-tin plated

Ferrule; Sleeve for 0.5 mm?2/ AWG 22; un-
insulated; electro-tin plated; silver-colo-
red

Ferrule; Sleeve for 0.75 mm2/ 18 AWG;
uninsulated; electro-tin plated; electroly-
tic copper; gastight crimped; acc. to DIN
46228, Part 1/08.92

:

Ferrule; Sleeve for 1 mm2/ AWG 18; insu-
lated; electro-tin plated; red

End plate; with flange; gray

Ferrule; Sleeve for 0.25 mm?2/ AWG 24;
uninsulated; electro-tin plated; silver-co-
lored

Ferrule; Sleeve for 0.5 mm?/20 AWG; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; white

:

Ferrule; Sleeve for 0.75 mm?2/ 18 AWG; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; gray

.

Ferrule; Sleeve for 0.75 mm?2/ AWG 20;
uninsulated; electro-tin plated; silver-co-
lored

Ferrule; Sleeve for 1 mm?2/ AWG 18; unin-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 1/08.92

Ferrule; Sleeve for 0.34 mm2/22 AWG; in-
sulated; electro-tin plated; light turquoise

Ferrule; Sleeve for 0.5 mm?2 /20 AWG; in-
sulated; electro-tin plated; white

Ferrule; Sleeve for 0.75 mm2 /18 AWG; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; gray

!

Ferrule; Sleeve for 1 mm?2/ AWG 18; insu-
lated; electro-tin plated; electrolytic cop-
per; gastight crimped; acc. to DIN 46228,
Part 4/09.90; red

Ferrule; Sleeve for 1 mm2/ AWG 18; unin-
sulated; electro-tin plated; silver-colored
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1.2.1.1 Ferrule

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; in-
sulated; electro-tin plated; black

s ]

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; un-
insulated; electro-tin plated

Ferrule; Sleeve for 2.5 mm?2 / AWG 14; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; blue

1.2.2 Jumper
1.2.2.1 Jumper

Jumper; 10-way; silver-colored

Jumper; 4-way; unplated; silver-colored

1.2.3 Marking
1.2.3.1 Marker

Mini-WSB Inline; for Smart Printer; 1700
pieces on roll; stretchable 5 - 5.2 mm;
plain; snap-on type; blue

Mini-WSB Inline; for Smart Printer; 1700
pieces on roll; stretchable 5 - 5.2 mm;
plain; snap-on type; red

Mini-WSB marking card; as card; not stret-
chable; plain; snap-on type; blue

=

Mini-WSB marking card; as card; not stret-
chable; plain; snap-on type; orange

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; black

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; un-
insulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 1/08.92; silver-colored

m

Ferrule; Sleeve for 2.5 mm?2 / AWG 14; un-
insulated; electro-tin plated; silver-colo-
red

Jumper; 2-way; unplated; silver-colored

Jumper; 5-way; unplated; silver-colored

Mini-WSB Inline; for Smart Printer; 1700
pieces onroll; stretchable 5 - 5.2 mm;
plain; snap-on type; gray

Mini-WSB Inline; for Smart Printer; 1700
pieces on roll; stretchable 5 - 5.2 mm;
plain; snap-on type; violet

Mini-WSB marking card; as card; not
stretchable; plain; snap-on type; gray

Mini-WSB marking card; as card; not
stretchable; plain; snap-on type; red

Ferrule; Sleeve for 1.5 mm2/ AWG 16; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; black

g

Ferrule; Sleeve for 2.5 mm?/ AWG 14; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; blue

Jumper; 2-way; unplated; silver-colored

Mini-WSB Inline; for Smart Printer; 1700
pieces on roll; stretchable 5 - 5.2 mm;
plain; snap-on type; green

Mini-WSB Inline; for Smart Printer; 1700
pieces on roll; stretchable 5 - 5.2 mm;
plain; snap-on type; white

=

Mini-WSB marking card; as card; not
stretchable; plain; snap-on type; green

Mini-WSB marking card; as card; not
stretchable; plain; snap-on type; violet

Ferrule; Sleeve for 1.5 mm2/ AWG 16; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; black

g

Ferrule; Sleeve for 2.5 mm?/ AWG 14; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; blue

Jumper; 3-way; unplated; silver-colored

Mini-WSB Inline; for Smart Printer; 1700
pieces on roll; stretchable 5 - 5.2 mm;
plain; snap-on type; orange

Mini-WSB Inline; for Smart Printer; 1700
pieces on roll; stretchable 5 - 5.2 mm;
plain; snap-on type; yellow

Eﬁ\

Mini-WSB marking card; as card; not stret-
chable; plain; snap-on type; light green

Mini-WSB marking card; as card; not stret-
chable; plain; snap-on type; white
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1.2.3.1 Marker
=

Mini-WSB marking card; as card; not stret-
chable; plain; snap-on type; yellow

=Y

WMB marking card; as card; for terminal
block width 5 - 17.5 mm; stretchable 5 -
5.2 mm; plain; snap-on type; light green

WMB marking card; as card; for terminal
block width 5 - 17.5 mm; stretchable 5 -
5.2 mm; plain; snap-on type; white

=N

WMB marking card; as card; not stretcha-
ble; plain; snap-on type; green

=Y

WMB marking card; as card; not stretcha-
ble; plain; snap-on type; violet

&

WMB-Inling; for Smart Printer; 1500 pie-
ces on roll; stretchable 5 - 5.2 mm,; plain;
snap-on type; gray

WMB-Inling; for Smart Printer; 1500 pie-
ces on roll; stretchable 5 - 5.2 mm,; plain;
snap-on type; violet

1.2.4 Test and measurement

1.2.4.1 Testing accessories

Test plug; 2 mm @; with 500 mm cable; red

=8

WMB marking card; as card; for terminal
block width 5 - 17.5 mm; stretchable 5 -
5.2 mm; plain; snap-on type; blue

=Y

WMB marking card; as card; for terminal
block width 5 - 17.5 mm; stretchable 5 -
5.2 mm; plain; snap-on type; orange

-4

WMB marking card; as card; for terminal
block width 5 - 17.5 mm; stretchable 5 -
5.2 mm; plain; snap-on type; yellow

T

WMB marking card; as card; not stretcha-
ble; plain; snap-on type; light green

WMB marking card; as card; not stretcha-
ble; plain; snap-on type; white

&

WMB-Inling; for Smart Printer; 1500 pie-
ces onroll; stretchable 5 - 5.2 mm,; plain;
snap-on type; green

WMB-Inling; for Smart Printer; 1500 pie-
ces on roll; stretchable 5 - 5.2 mm,; plain;
snap-on type; white

=

WMB marking card; as card; for terminal
block width 5 - 17.5 mm; stretchable 5 -
5.2 mm; plain; snap-on type; gray

X

WMB marking card; as card; for terminal
block width 5 - 17.5 mm; stretchable 5 -
5.2 mm; plain; snap-on type; red

)

WMB marking card; as card; not stretcha-
ble; plain; snap-on type; blue

WMB marking card; as card; not stretcha-
ble; plain; snap-on type; orange

78

WMB marking card; as card; not stretcha-
ble; plain; snap-on type; yellow

&

WMB-Inline; for Smart Printer; 1500 pie-
ces on roll; stretchable 5 - 5.2 mm,; plain;
snap-on type; light green

&

WMB-Inline; for Smart Printer; 1500 pie-
ces on roll; stretchable 5 - 5.2 mm; plain;
snap-on type; yellow

A

WMB marking card; as card; for terminal
block width 5 - 17.5 mm; stretchable 5 -
5.2 mm; plain; snap-on type; green

=4

WMB marking card; as card; for terminal
block width 5 - 17.5 mm; stretchable 5 -
5.2 mm; plain; snap-on type; violet

=Y

WMB marking card; as card; not stretcha-
ble; plain; snap-on type; gray

WMB marking card; as card; not stretcha-
ble; plain; snap-on type; red

&

WMB-Inline; for Smart Printer; 1500 pie-
ces onroll; stretchable 5 - 5.2 mm; plain;
snap-on type; blue

WMB-Inline; for Smart Printer; 1500 pie-
ces on roll; stretchable 5 - 5.2 mm; plain;
snap-on type; orange
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1.2.5 Tool

1.2.5.1 Operating tool

’ ~ /

Item No.: 210-658 Item No.: 210-720 Item No.: 210-657

Operating tool; Blade: 3.5 x 0.5 mm; witha  Operating tool; Blade: 3.5 x 0.5 mm; witha  Operating tool; Blade: 3.5 x 0.5 mm; with a
partially insulated shaft; angled; short; partially insulated shaft; multicoloured partially insulated shaft; short; multicolou-
multicoloured red

Installation Notes

Conductor termination

Inserting/removing a conductor via 5.5
mm screwdriver — 745 Series, 16 mm2.

Marking

Marking via Mini-WSB and WMB markers
or factory direct marking - 745 Series.

Testing

Testing with test plug — 745 Series.

Commoning

Inserting a comb-style jumper bar. To insert a comb-style jumper bar, pushit  To remove the jumper bar, lift it up using a
down using a screwdriver until it hits the screwdriver — 745 Series.
backstop — 745 Series.

Subject to changes. Please also observe the further product documentation!

Current addresses can be found at: www.wago.com
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