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EPIC® MC 2.5 machined contacts

LAPP GROUP

Description

e Forinserts and modules of the EPIC® rectangular connectors

Article- Article Version|Conductor  |Cross-sectionSurface |Stripping
Number cross-section |ratio length (mm)
(mm?)
Contacts
1121300C |MC 2.5 machined male 0,5 Ag 7,8
1121800C |MC 2.5 machined female o 5 Ag 7,8
1121310C |MC 2.5 machined male 1,00 1 Ag 7,8
1121810C |MC 2.5 machined female | 1,00 1 Ag 7.8
1121320C |MC 2.5 machined male 1,5 2 Ag 7,8
1121820C |MC 2.5 machined female| 1,5 2 Ag 7,8
1121330C |MC 2.5 machined male 2,5 3 Ag 7,8
1121830C |MC 2.5 machined female| 2,5 3 Ag 7,8
1121340C |MC 2.5 machined female | 4 00 Ag 7,8
1121840C |MC 2.5 machined male 4,00 Ag 7,8

G-\ VT

Remark
Photographs are not to scale and do not represent detailed images of the respective products.

Creator: MANU2/PDP Document: DB1121300CEN
Released: IVSE1/PDP Version: 00
We reserve all rights according to DIN ISO 16016.

Page 1 of 1

MAST1 /11.02.2016 / freigegeben



