OPPLE

LIGHTING.

LED Streetlig
e Design Streetlight luminaire @ CRISO
e Up to 60% energy saving compared to HID streetlight riexeR-eae

e High efficacy up to 125 Im/W

e Low glare & precise optical design (
e Accessories available for many pole types
e 6m extension cable available

e |P65 and suitable for use on the coast

Specifications
Item Code Item Description
140066385 LEDStreetlight 40W-4000K-SE

For more technical information, please go to the appendix.
Accessories

e r r 9 -

543098001100 543098000800 543098001000 543098000900 599000004600 543098021900
LEDStreet-SE-Wall-Bracket LEDStreet-SE-Adapter-60 LEDStreet-SE-Pole-Top-Adapter-60 LEDStreet-SE-Pole-Top-Adapter-76 LEDStreet-SE-ExtensionCable LEDFixture-IP68-Connector-Kit-3

Packaging Information

Dimensions (mm)

Item Code Item Description (LxWxH) Gross Weight (kg) EAN pc/box
140066385 LEDStreetlight 40W-4000K-SE 140x86x391 1.49 6956321832155 1
543098000800 LEDStreet-SE-Adapter-60 86x76x185 0.72 6956321808327 1
543098000900 LEDStreet-SE-Pole-Top-Adapter-76 292x84x205 294 6956321808310 1
543098001000  LEDStreet-SE-Pole-Top-Adapter-60 277x69x205 1.20 6956321808303 1
543098001100  LEDStreet-SE-Wall-Bracket 140x163x214 0.90 6956321808297 1
543098021900  LEDFixture-IP68-Connector-Kit-3 265x245x205 3.00 6941497708991 1

1

599000004600 LEDStreet-SE-ExtensionCable 100x60x350 0.68 6956321815370


https://www.opple.eu/en/qr/STR_L
https://opple.eu/en/pid/140066385
https://opple.eu/en/pid/140066385
https://opple.eu/en/pid/543098001100
https://opple.eu/en/pid/543098000800
https://opple.eu/en/pid/543098001000
https://opple.eu/en/pid/543098000900
https://opple.eu/en/pid/599000004600
https://opple.eu/en/pid/543098021900
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Dimensional Drawing (mm)
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Photometric Data
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