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e NEW: Very high efficacy of 145 Im/W

e High quality LED Highbay solution with advanced ultra slim design

e Available as Smart Lighting solution (BLE), DALI2 or with integrated Motion
Sensor (MD)

e Flexible solution due to three different beam angles: wide, medium and

asymmetric
e Five lumen packages, up to 32,000 Im
e Equipped with IP68 connector

Specifications

Power
W)

Equivalent
to (W)

Efficacy

Item Code (Im/W)

Item Description Lumen

On-Off

545001002600 LEDHighbay-P4 80W-4000-95D HID 250W 80 11600 145 4000 95° 2.10
545001002500 LEDHighbay-P4 80W-4000-50D HID 250W 80 11600 145 4000 50° 2.10
545001002700 LEDHighbay-P4 80W-4000-50x95D HID 250W 80 11600 145 4000 50°x95° 210
545001014700 LEDHighbay-P4 80W-5700-95D HID 250W 80 11600 145 5700 95° 2.10
545001014600 LEDHighbay-P4 80W-5700-50D HID 250W 80 11600 145 5700 50° 2.10
545001014800 LEDHighbay-P4 80W-5700-50x95D HID 250W 80 11600 145 5700 50°x95° 2.10
545001003200 LEDHighbay-P4 110W-4000-95D HID 400W 110 16000 145 4000 95° 2.10
545001003100 LEDHighbay-P4 110W-4000-50D HID 400W 110 16000 145 4000 50° 2.10
545001003300 LEDHighbay-P4 110W-4000-50x95D HID 400W 110 16000 145 4000 50°x95° 210
545001015000 LEDHighbay-P4 110W-5700-95D HID 400W 110 16000 145 5700 95° 2.10
545001014900 LEDHighbay-P4 110W-5700-50D HID 400W 110 16000 145 5700 50° 2.10
545001015100  LEDHighbay-P4 110W-5700-50x95D HID 400W 110 16000 145 5700 50°x95° 2.10
545001001200 LEDHighbay-P4 155W-4000-100D HID 400W 155 22000 145 4000 100° 3.10
545001001100 LEDHighbay-P4 155W-4000-60D HID 400W 155 22000 145 4000 60° 3.10
545001003700 LEDHighbay-P4 155W-4000-60x100D HID 400W 155 22000 145 4000 60° x100° 3.10
545001012400 LEDHighbay-P4 155W-5700-100D HID 400W 155 22000 145 5700 100° 3.10
545001015200 LEDHighbay-P4 155W-5700-60D HID 400W 155 22000 145 5700 60° 3.10
545001015300 LEDHighbay-P4 155W-5700-60x100D HID 400W 155 22000 145 5700 60° x100° 3.10
545001000900 LEDHighbay-P4 220W-4000-100D HID 600W 220 32000 145 4000 100° 3.10
545001001000 LEDHighbay-P4 220W-4000-60D HID 600W 220 32000 145 4000 60° 3.10
545001003900 LEDHighbay-P4 220W-4000-60x100D HID 600W 220 32000 145 4000 60° x100° 3.10
545001012300 LEDHighbay-P4 220W-5700-100D HID 600W 220 32000 145 5700 100° 3.10
545001015400 LEDHighbay-P4 220W-5700-60D HID 600W 220 32000 145 5700 60° 3.10
545001015500 LEDHighbay-P4 220W-5700-60x100D HID 600W 220 32000 145 5700 60° x100° 3.10
545001002900 LEDHighbay-P4 80W-DALI-4000-95D HID 250W 80 11600 145 4000 95° 2.10
545001002800 LEDHighbay-P4 80W-DALI-4000-50D HID 250W 80 11600 145 4000 50° 2.10
545001003000 LEDHighbay-P4 80W-DALI-4000-50x95D HID 250W 80 11600 145 4000 50°x95° 210
545001015700 LEDHighbay-P4 80W-DALI-5700-95D HID 250W 80 11600 145 5700 95° 2.10
545001015600 LEDHighbay-P4 80W-DALI-5700-50D HID 250W 80 11600 145 5700 50° 2.10
545001015800 LEDHighbay-P4 80W-DALI-5700-50x95D HID 250W 80 11600 145 5700 50°x95° 2.10
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https://www.opple.eu/en/qr/HBPERF4
https://opple.eu/en/pid/545001002600
https://opple.eu/en/pid/545001002600
https://opple.eu/en/pid/545001002500
https://opple.eu/en/pid/545001002500
https://opple.eu/en/pid/545001002700
https://opple.eu/en/pid/545001002700
https://opple.eu/en/pid/545001014700
https://opple.eu/en/pid/545001014700
https://opple.eu/en/pid/545001014600
https://opple.eu/en/pid/545001014600
https://opple.eu/en/pid/545001014800
https://opple.eu/en/pid/545001014800
https://opple.eu/en/pid/545001003200
https://opple.eu/en/pid/545001003200
https://opple.eu/en/pid/545001003100
https://opple.eu/en/pid/545001003100
https://opple.eu/en/pid/545001003300
https://opple.eu/en/pid/545001003300
https://opple.eu/en/pid/545001015000
https://opple.eu/en/pid/545001015000
https://opple.eu/en/pid/545001014900
https://opple.eu/en/pid/545001014900
https://opple.eu/en/pid/545001015100
https://opple.eu/en/pid/545001015100
https://opple.eu/en/pid/545001001200
https://opple.eu/en/pid/545001001200
https://opple.eu/en/pid/545001001100
https://opple.eu/en/pid/545001001100
https://opple.eu/en/pid/545001003700
https://opple.eu/en/pid/545001003700
https://opple.eu/en/pid/545001012400
https://opple.eu/en/pid/545001012400
https://opple.eu/en/pid/545001015200
https://opple.eu/en/pid/545001015200
https://opple.eu/en/pid/545001015300
https://opple.eu/en/pid/545001015300
https://opple.eu/en/pid/545001000900
https://opple.eu/en/pid/545001000900
https://opple.eu/en/pid/545001001000
https://opple.eu/en/pid/545001001000
https://opple.eu/en/pid/545001003900
https://opple.eu/en/pid/545001003900
https://opple.eu/en/pid/545001012300
https://opple.eu/en/pid/545001012300
https://opple.eu/en/pid/545001015400
https://opple.eu/en/pid/545001015400
https://opple.eu/en/pid/545001015500
https://opple.eu/en/pid/545001015500
https://opple.eu/en/pid/545001002900
https://opple.eu/en/pid/545001002900
https://opple.eu/en/pid/545001002800
https://opple.eu/en/pid/545001002800
https://opple.eu/en/pid/545001003000
https://opple.eu/en/pid/545001003000
https://opple.eu/en/pid/545001015700
https://opple.eu/en/pid/545001015700
https://opple.eu/en/pid/545001015600
https://opple.eu/en/pid/545001015600
https://opple.eu/en/pid/545001015800
https://opple.eu/en/pid/545001015800

Item Code
DALI2
545001003500
545001003400
545001003600
545001016000
545001015900
545001016100
545001001400
545001001300
545001003800
545001016300
545001016200
545001016400
545001001600
545001001500
545001004000
545001016600
545001016500
545001016700
Smart
545001009800
545001009700
545001009600
545001024400
545001024300
545001024500
545001009400
545001009500
545001009300
545001024700
545001024600
545001024800
545001009100
545001009200
545001009000
545001025000
545001024900
545001025100
545001008800
545001008900
545001008700
545001025300
545001025200
545001025400

Item Description

LEDHighbay-P4 110W-DALI-4000-95D
LEDHighbay-P4 110W-DALI-4000-50D
LEDHighbay-P4 110W-DALI-4000-50x95D
LEDHighbay-P4 110W-DALI-5700-95D
LEDHighbay-P4 110W-DALI-5700-50D
LEDHighbay-P4 110W-DALI-5700-50x95D
LEDHighbay-P4 155W-DALI-4000-100D
LEDHighbay-P4 155W-DALI-4000-60D
LEDHighbay-P4 155W-DALI-4000-60x100D
LEDHighbay-P4 155W-DALI-5700-100D
LEDHighbay-P4 155W-DALI-5700-60D
LEDHighbay-P4 155W-DALI-5700-60x100D
LEDHighbay-P4 220W-DALI-4000-100D
LEDHighbay-P4 220W-DALI-4000-60D
LEDHighbay-P4 220W-DALI-4000-60x100D
LEDHighbay-P4 220W-DALI-5700-100D
LEDHighbay-P4 220W-DALI-5700-60D
LEDHighbay-P4 220W-DALI-5700-60x100D

LEDHighbay-P4 80W-4000-W-BLE
LEDHighbay-P4 80W-4000-N-BLE
LEDHighbay-P4 80W-4000-AS-BLE
LEDHighbay-P4 80W-5700-W-BLE
LEDHighbay-P4 80W-5700-N-BLE
LEDHighbay-P4 80W-5700-AS-BLE
LEDHighbay-P4 110W-4000-W-BLE
LEDHighbay-P4 110W-4000-N-BLE
LEDHighbay-P4 110W-4000-AS-BLE
LEDHighbay-P4 110W-5700-W-BLE
LEDHighbay-P4 110W-5700-N-BLE
LEDHighbay-P4 110W-5700-AS-BLE
LEDHighbay-P4 155W-4000-W-BLE
LEDHighbay-P4 155W-4000-N-BLE
LEDHighbay-P4 155W-4000-AS-BLE
LEDHighbay-P4 155W-5700-W-BLE
LEDHighbay-P4 155W-5700-N-BLE
LEDHighbay-P4 155W-5700-AS-BLE
LEDHighbay-P4 220W-4000-W-BLE
LEDHighbay-P4 220W-4000-N-BLE
LEDHighbay-P4 220W-4000-AS-BLE
LEDHighbay-P4 220W-5700-W-BLE
LEDHighbay-P4 220W-5700-N-BLE
LEDHighbay-P4 220W-5700-AS-BLE

Motion Detection, Daylight Detection

545001010300
545001010100
545001010400
545001010200
545001010500
545001010600
545001011500

545001010700
545001010800
545001011000
545001010900
545001011100

LEDHighbay-P4 80W-4000-W-MD
LEDHighbay-P4 80W-4000-N-MD
LEDHighbay-P4 80W-4000-AS-MD
LEDHighbay-P4 110W-4000-W-MD
LEDHighbay-P4 110W-4000-N-MD
LEDHighbay-P4 110W-4000-AS-MD
LEDHighbay-P4 155W-4000-W-MD
LEDHighbay-P4 155W-4000-N-MD
LEDHighbay-P4 155W-4000-AS-MD
LEDHighbay-P4 220W-4000-W-MD
LEDHighbay-P4 220W-4000-N-MD
LEDHighbay-P4 220W-4000-AS-MD

Equivalent
to (W)

HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 600W
HID 600W
HID 600W
HID 600W
HID 600W
HID 600W

HID 250W
HID 250W
HID 250W
HID 250W
HID 250W
HID 250W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 600W
HID 600W
HID 600W
HID 600W
HID 600W
HID 600W

HID 250W
HID 250W
HID 250W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 400W
HID 600W
HID 600W
HID 600W

Power
W)

110
10
110
110
110
10
155
155
155
155
155
155
220
220
220
220
220
220

80
80
80
80
80
80
110
110
110
110
110
10
155
155
155
155
155
155
220
220
220
220
220
220

80
80
80
110
110
110
155
155
155
220
220
220

16000
16000
16000
16000
16000
16000
22000
22000
22000
22000
22000
22000
32000
32000
32000
32000
32000
32000

11600

11600

11600

11600

11600

11600

16000
16000
16000
16000
16000
16000
22000
22000
22000
22000
22000
22000
32000
32000
32000
32000
32000
32000

11600

11600

11600

16000
16000
16000
22000
22000
22000
32000
32000
32000

Efficacy
(Im/W)

145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145

145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145
145

145
145
145
145
145
145
145
145
145
145
145
145

4000
4000
4000
5700
5700
5700
4000
4000
4000
5700
5700
5700
4000
4000
4000
5700
5700
5700

4000
4000
4000
5700
5700
5700
4000
4000
4000
5700
5700
5700
4000
4000
4000
5700
5700
5700
4000
4000
4000
5700
5700
5700

4000
4000
4000
4000
4000
4000
4000
4000
4000
4000
4000
4000

95° 210
50° 2.10
50°x95° 210
95° 2.10
50° 210
50°x95° 210
100° 3.10
60° 3.10
60°x100° 3.10
100° 3.10
60° 3.10
60°x100° 3.10
100° 3.0
60° 3.10
60°x100° 3.10
100° 3.10
60° 3.10

60°x100° 3.10

95° 210
50° 2.10
50°x95° 210
95° 2.10
50° 210
50°x95° 210
95° 210
50° 2.10
50°x95° 210
95° 2.10
50° 210
50°x95° 210
100° 3.0
60° 3.10
60°x100° 3.10
100° 3.10
60° 3.10
60°x100° 3.10
100° 3.0
60° 3.10
60°x100° 3.10
100° 3.10
60° 3.0

60°x100° 3.10

95° 230
50° 2.30
50°x95° 230
95° 2.30
50° 230
50°x95° 230
100° 3.30
60° 3.30
60°x100° 3.30
100° 3.30
60° 3.30

60°x100° 3.30

DALI2 versions are compatible with central emergency lighting according to EN 50172. For more technical information, please go to the appendix.
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https://opple.eu/en/pid/545001003500
https://opple.eu/en/pid/545001003500
https://opple.eu/en/pid/545001003400
https://opple.eu/en/pid/545001003400
https://opple.eu/en/pid/545001003600
https://opple.eu/en/pid/545001003600
https://opple.eu/en/pid/545001016000
https://opple.eu/en/pid/545001016000
https://opple.eu/en/pid/545001015900
https://opple.eu/en/pid/545001015900
https://opple.eu/en/pid/545001016100
https://opple.eu/en/pid/545001016100
https://opple.eu/en/pid/545001001400
https://opple.eu/en/pid/545001001400
https://opple.eu/en/pid/545001001300
https://opple.eu/en/pid/545001001300
https://opple.eu/en/pid/545001003800
https://opple.eu/en/pid/545001003800
https://opple.eu/en/pid/545001016300
https://opple.eu/en/pid/545001016300
https://opple.eu/en/pid/545001016200
https://opple.eu/en/pid/545001016200
https://opple.eu/en/pid/545001016400
https://opple.eu/en/pid/545001016400
https://opple.eu/en/pid/545001001600
https://opple.eu/en/pid/545001001600
https://opple.eu/en/pid/545001001500
https://opple.eu/en/pid/545001001500
https://opple.eu/en/pid/545001004000
https://opple.eu/en/pid/545001004000
https://opple.eu/en/pid/545001016600
https://opple.eu/en/pid/545001016600
https://opple.eu/en/pid/545001016500
https://opple.eu/en/pid/545001016500
https://opple.eu/en/pid/545001016700
https://opple.eu/en/pid/545001016700
https://opple.eu/en/pid/545001009800
https://opple.eu/en/pid/545001009800
https://opple.eu/en/pid/545001009700
https://opple.eu/en/pid/545001009700
https://opple.eu/en/pid/545001009600
https://opple.eu/en/pid/545001009600
https://opple.eu/en/pid/545001024400
https://opple.eu/en/pid/545001024400
https://opple.eu/en/pid/545001024300
https://opple.eu/en/pid/545001024300
https://opple.eu/en/pid/545001024500
https://opple.eu/en/pid/545001024500
https://opple.eu/en/pid/545001009400
https://opple.eu/en/pid/545001009400
https://opple.eu/en/pid/545001009500
https://opple.eu/en/pid/545001009500
https://opple.eu/en/pid/545001009300
https://opple.eu/en/pid/545001009300
https://opple.eu/en/pid/545001024700
https://opple.eu/en/pid/545001024700
https://opple.eu/en/pid/545001024600
https://opple.eu/en/pid/545001024600
https://opple.eu/en/pid/545001024800
https://opple.eu/en/pid/545001024800
https://opple.eu/en/pid/545001009100
https://opple.eu/en/pid/545001009100
https://opple.eu/en/pid/545001009200
https://opple.eu/en/pid/545001009200
https://opple.eu/en/pid/545001009000
https://opple.eu/en/pid/545001009000
https://opple.eu/en/pid/545001025000
https://opple.eu/en/pid/545001025000
https://opple.eu/en/pid/545001024900
https://opple.eu/en/pid/545001024900
https://opple.eu/en/pid/545001025100
https://opple.eu/en/pid/545001025100
https://opple.eu/en/pid/545001008800
https://opple.eu/en/pid/545001008800
https://opple.eu/en/pid/545001008900
https://opple.eu/en/pid/545001008900
https://opple.eu/en/pid/545001008700
https://opple.eu/en/pid/545001008700
https://opple.eu/en/pid/545001025300
https://opple.eu/en/pid/545001025300
https://opple.eu/en/pid/545001025200
https://opple.eu/en/pid/545001025200
https://opple.eu/en/pid/545001025400
https://opple.eu/en/pid/545001025400
https://opple.eu/en/pid/545001010300
https://opple.eu/en/pid/545001010300
https://opple.eu/en/pid/545001010100
https://opple.eu/en/pid/545001010100
https://opple.eu/en/pid/545001010400
https://opple.eu/en/pid/545001010400
https://opple.eu/en/pid/545001010200
https://opple.eu/en/pid/545001010200
https://opple.eu/en/pid/545001010500
https://opple.eu/en/pid/545001010500
https://opple.eu/en/pid/545001010600
https://opple.eu/en/pid/545001010600
https://opple.eu/en/pid/545001011500
https://opple.eu/en/pid/545001011500
https://opple.eu/en/pid/545001010700
https://opple.eu/en/pid/545001010700
https://opple.eu/en/pid/545001010800
https://opple.eu/en/pid/545001010800
https://opple.eu/en/pid/545001011000
https://opple.eu/en/pid/545001011000
https://opple.eu/en/pid/545001010900
https://opple.eu/en/pid/545001010900
https://opple.eu/en/pid/545001011100
https://opple.eu/en/pid/545001011100

Accessories

545098000500
LEDHighbay-P4 Bracket-
D330

545098000600
LEDHighbay-P4 Bracket-
D420

T

= _

=
545098003600 543098021900 543098022000 543098024500
LEDHighbay-P4 Reflector- LEDFixture-1P68- LEDFixture-IP68- LEDHighbay-P4-Remote
D420 Connector-Kit-3 Connector-Kit-5 Controller
545098003500
LEDHighbay-P4 Reflector-
D330

545098003200

LEDHighbay-Pole and
Adapter

545098003900
LEDHighbay-Pole

Highbay Pole and Adapter (545098003200) is only compatible with 80W and 110W versions. Highbay Pole (545098003900) is only compatible
with 155W and 220W versions.
Remote Controller can only be used in combination with Motion Detection (MD) versions. Remote Controller sold excluding 2x AAA batteries. For
more technical information (Remote Controller), please go to the appendix.

Technical Specifications Electrical Supply

Lifetime (L70)
Lifetime (L80)
On-/Off-cycles

Colour consistency (SDCM)

Dimmability

Finishing

Colour rendering index CRI
Degree of protection (IP)

Impact strength
Protection class

Risk group (EN 62471)

With control gear
Glow wire test

70,000 h
50,000 h
100,000
4

On-Off / DALI / BLE /
MD

Grey Pantone 417U
=80
IP66
IKO8

Driver failure rate (at 5,000 hrs) 0.5%

Power factor
Surge protection

Version April 2022
Data subject to change

Frequency 50/60 Hz

Nominal voltage 220-240 V AC

DC input voltage See catalogue appendix
Connection
Specifications

230V Cable length Tm

Mechanical Properties

Housing material Aluminium
UV resistant Yes
Optical material Polycarbonate

Cover material Polycarbonate

Ambient Conditions

Operating temperature -30~+50°C
Application temperature +25°C
Storage environment -25~+50°C


https://opple.eu/en/pid/545098000500
https://opple.eu/en/pid/545098000600
https://opple.eu/en/pid/545098003600
https://opple.eu/en/pid/545098003500
https://opple.eu/en/pid/543098021900
https://opple.eu/en/pid/543098022000
https://opple.eu/en/pid/543098024500
https://opple.eu/en/pid/545098003200
https://opple.eu/en/pid/545098003900

Dimensional Drawing (mm)
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80W & 110W
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LEDHighbay-P4
80W & 110W Motion Detection
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Check our website for more detailed product specifications and terms & conditions.
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155W & 220W
83
)
o
<
Q
149
LEDHighbay-P4
155W & 220W Motion Detection
98
59
o
<
s

170

LEDHighbay-P4 Bracket-D420

@22

181
o O 0]
82
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