Beacon 50W Hi Spot ES50

50W QPar16 Three Circuit
2041884
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PRODUCT OVERVIEW

Ordering number

EAN code

Certifications

Mount
Housing
LOR (%)

Beam angle(°)
Voltage (V)

Lamps
Colour

IP rating

© Havells Sylvania

Date Printed: 10 Apr 2015

Range features
Slim minimalist, all die-cast design

Crisp halogen light without the need for transformer
No back light, lamp is fully enclosed at rear
Robust GU10 lamp base for easy lamp replacement

Energy saving solutions with Sylvania retrofit ES50 GU10 LED HI-SPOT

RefLED lamps
Order lamp separately

2041884
5025768418848
F-mark

Three circuit track
Die-cast aluminium
87

25°

230

1 x 50W QPAR16 GU10
Black

20
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Beacon 50W Hi Spot ES50

50W QPar16 Three Circuit
2041884

DATA TABLE

General data

Ordering number
EAN code
E-number SE
E-number FI
Certifications
Mount

Notes

Range features

Product name
Environment

General application
Housing

National safety marks
Specific application

Sales pack quantity

Optical data
LOR (%)

Beam angle(°)
Distribution type

Electrical data

Voltage (V)
Electrical protection
Lamps

Number of heads

Total number of lamps

© Havells Sylvania | Date Printed: 10 Apr 2015

2041884
5025768418848
7416262

4276126

F-mark

Three circuit track
Order lamp separately

Slim minimalist, all die-cast design. Crisp halogen light w ithout the need for
transformer. No back light, lamp is fully enclosed at rear. Robust GU10 lamp
base for easy lamp replacement. Energy saving solutions w ith Sylvania retrofit
ES50 GU10 LED HI-SPOT RefLED lamps. Order lamp separately

50W QPar16 Three Circuit

Interior

Museum & Gallery

Die-cast aluminium

ENEC

Department store, Museum & Gallery, Shop window , Track lighting
1

87
25°

Direct adjustable

230

Class |

1 x 50W QPAR16 GU10
1

1
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Concord

Beacon 50W Hi Spot ES50

50W QPar16 Three Circuit
2041884

Physical data

Weight (kg) 0.31
Colour Black
Lamp included No
Height (mm) 113
IP rating 20
Vertical tilt (°) 90°
Horizontal rotation (°) 360°
Diameter (mm) 58
Safety distance 0.8

Single package dimensions (L x W x H) (cm)

Outer package dimensions (L x W x H) (cm)
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17.50 x 15.00 x 17.50
17.50 x 15.00 x 17.50
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Beacon 50W Hi Spot ES50

50W QPar16 Three Circuit
2041884

PHOTOMETRY
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TECHNICAL DRAWINGS
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http://www.havells-sylvania.com/product-assets/92ab880c1fe02667fedba688872f45dd/POLAR_2041884_BeaconMainsVoltageQPAR5150W25degree-52382.jpg
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Beacon 50W Hi Spot ES50

50W QPar16 Three Circuit
2041884

2041884

S | This luminaire is
-8

1 compatible with bulbs
.E. of the energy classes
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