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TECHNICAL DATA

Brass fi xing PA4

Drill hole diameter Min. drill hole 
depth

Anchor length Thread Bolt penetration Eff ect. anchorage 
depth

Sales unit

d0 h1 l M s hef  
Item Art.-No. [mm] [mm] [mm]  [mm] [mm] [pcs]

PA 4 M 6/7,5 050484 1) 8 7,5 7.5 M 6 7,5 7,5 200
PA 4 M 6/10,5 058484 1) 8 10,5 10.5 M 6 10,5 10,5 100
PA 4 M 6/13,5 059484 1) 8 13,5 13.5 M 6 13,5 13,5 100
PA 4 M 8/25 050485 1) 10 25 25 M 8 25 25 50
PA 4 M 10/25 050486 1) 12 25 25 M 10 25 25 25
1) Values of drill hole diameter apply for hard building materials. For soft building materials the drill diameter needs to be reduced by 0.5 mm.

Type PA 4 M 6/7,5 PA 4 M 6/10,5 PA 4 M 6/13,5 PA 4 M 8/25 PA 4 M 10/25

Thread size [M] M6 M6 M6 M8 M10
Recommended loads in the respective base material Frec

2)

Chipboard [kN] 0,20 0,30 0,40 - -
Deal wood [kN] 0,18 0,25 0,38 - -
Beechwood [kN] 0,50 0,75 1,00 - -
Plastics [kN] 0,75 1,50 2,00 - -
Solid brick Mz 12 [kN] - - 0,80 1,95 2,30

Brass fi xing PA 4
Highest recommended loads1) for a single anchor.
The given loads are valid for machine screws with the specifi ed thread size.

1) Includes the safety factor 4. 2) Valid for tensile load, shear load and oblique load under any angle.
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