(I) Kraus & Naimer

Sample image

Datasheet

Article number: 70014343
Description: Other Component
Contact development: T303
Face plate engraving: F656
Type of mounting: KL11V

Type Size: SO
Classification Contact: Rigid contact bridge
Classification Contact Mat: Silver

Classification Terminal: Screw terminal

IEC 60947-3 EN 60947-3, VDE 0660 Teil 107

ERIBBREE Ui
TEE (V) AC/DC
690 AC
ERAVINVAERE Uimp
BE kv) BEEHATIV- BRE BIRYAT Hhe
6 Il 3 BEHEN B I1- RSB FOHSEBRICSER 219F
EEFEEER lu/lth
Current (A) RERE (°C) E-7iRE (°C) BMERER
40 50 55 FEELRE +50°C . 24 K. £EL BEE-78E +55°C
BEREIYI0-Iv—RETORER Ithe
Current (A) ABRE (°C) E-78E (°C) BINEREE ATV (~H'5~FT) ERUAHT Y&
40 35 40 FEBFRE +35°C. 24 BFfE. £EL BEE-7RE +40°C - - --
ERIREER le
& friEsRl BE (V) Current (A)
AC-32A 20 - 400 40
AC-20A 690 40
AC-21A 20 - 690 40
AC-22A 220 - 500 40
AC-22A 660 - 690 40
ERIEEED
& friERl BE (V) LEE=S 223 B (kW)
AC-3 220 - 240 3 3 7,50
AC-3 380 - 440 3 3 11
AC-3 500 - 500 3 3 15
AC-3 660 - 690 3 3 11
AC-23A 220 - 240 3 3 7,50
AC-23A 380 - 440 3 3 15
AC-23A 500 - 500 3 3 18,50
AC-23A 660 - 690 3 3 15
BALI-ZER IEC
b1-2%5 t1-Z#k Current (A)
g9G 1 50
Rated conditional short-circuit current
Current (kA) 3 cut-off current Ic (kA) Durchlassenergie It (kA%s)
7,50 -- 3,60 11,05
Rated breaking capacity
BIE (V) Current (A) Utilization category / UL (DOL)
220 - 240 300 --
380 - 440 300 --
660 - 690 150 --

Rated short-circuit making capacity Icm

Current (A)
3000

UL60947-4-1, UL508

Nominal Voltage

BIE (V) AC/DC
600 AC

ERAEREE Vi

BIE (V) AC/DC
600 AC
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ERRER

Current (A) BERE (O %

42 0-40 --

Horsepower rating
Across-the-Line Motor Starting BE (V) 1HE TREL Power (HP)
DOL 110 - 120 1 2 2
DOL 220 - 240 1 2 5
DOL 277 - 277 1 2 7,50
DOL 415 - 415 1 2 7,50
DOL 440 - 480 1 2 10
DOL 550 - 600 1 2 10
DOL 110 - 120 3 3 5
DOL 220 - 240 3 3 15
DOL 415 - 415 3 3 15
DOL 440 - 480 3 3 25
DOL 550 - 600 3 3 30
Pilot duty rating code
Duty Code
A600

SCCR / Max. fuse rating

Conditions of acceptability
This device is suitable for use on circuits capable of delivering not more than 10kA rms symmetrical amperes, 600V ac max. when protected by Type RK1 fuses.
Suitable for use on a circuit capable of delivering not more than 65000 rms symmetrical amperes 600V max., when protected by 60A Class J fuses.

Temp. rating of wire

Temperature rating (°C) Current (A) Text
60 - 75 - -

Connecting instructions

Markings
For use on a flat surface of a type 1 enclosure.
The operating handle and position indicating means to be used with these industrial switches should be provided from the manufacturer.

General Use

AC/DC BE (V) Current (A) B TRER No. of contacts in series
AC 277 42 1 1 1
AC 600 42 1 2 1
AC 600 42 3 3 1

Suitable as Motor disconnect

Yes/No
Y

EREHE

]

- RIBRFBT TV -Y3aV RSN 21y FELTERAT 258, T/MAZOFFIE TOYI 3 24 R RHLETNIERSR,

- FHT-SHMEBCERTREN\Y PV RIMEBRRFRE, EEENREINDID XISERTZRME/\Y PV RFMIBIERFRE. $50CHFHT-IHHEBLEHEDE GHESN TV L EN S,
- OB ER L LUERTY 2541 EBIBOFFIEB TOY 934 &R IR TN ERSEL,

CSA

Nominal Voltage

BIE (V) AC/DC

600 AC

ERIEREE Ui
EIE (V) AC/DC

600 AC

ERBER
Current (A) ABERE (°C) #E
40 0-40 --
Horsepower rating
Across-the-Line Motor Starting BE (V) B BRI Power (HP)
DOL 110 - 120 1 2 2
DOL 220 - 240 1 2 5
DOL 277 - 277 1 2 7,50
DOL 415 - 415 1 2 7,50
DOL 440 - 480 1 2 10
DOL 550 - 600 1 2 10
DOL 110 - 120 3 3 5
DOL 220 - 240 3 3 15
DOL 415 - 415 3 3 15
DOL 440 - 480 3 B] 25
DOL 550 - 600 3 3 30
Temp. rating of wire
Temperature rating (°C) Current (A) Text
75 - -
General Use
AC/DC BE (V) Current (A) FiEES (22 No. of contacts in series
AC 277 40 1 1 1
AC 600 40 1 2 1
AC 600 40 3 3 1
MASTER DATA
Max. number of stages
number of stages Modul
4 KO
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Switch Measures

Picture name B F H H1 H2 H3
=
I
" _I._: ) H
I
\_/ \ [ -- -- 64 -- -- -
GENERAL TECHNICAL INFORMATION
I FR IRV
#FRILY (Nm) #AFRIVY (Ib-in)
1,80 16

Stripping length

Length (mm) --
12 STRIPPINGLENGTH

Minimal ratings (voltage/current)

BE (V) Current (mA) Environment conditions Environment conditions 2 Environment conditions 3
Ambient air must be free of particular
contamination with sulfur and/or In case extraordinary contamination
sulfurous components such as H2S with dust is expected an adequate
20 5 etc. dust protection is required. --
EREREREEER lcw
BERS (s) Current (A)
1 500
ERY1Z
BiRER| &/ME / &KfE 135 F Y ORI BTEE (mm?) or (AWG/kemil) BiRE
BT =N 2 0.75mm? 3R
iR =2 1 1.5mm? kil
N 1 AWG 6 ki
=/ 1 2.5mm? Eil
ISON 1 10mm? Eici
HEHRIR =2 2 1.5mm? $R
HERREETRIRR PN 1 AWG 6 3R
HRIETTRR =N 1 16mm? kil
AU =75 F5E A OHBATR N 1 10mm? £
DIN46228#4& 1)V — )Ll FA DA =/ 2 0.75mm? EE]
DIN46228#4& T 1)L —)LiE A DA 2N 1 1.5mm? £
[EE3 N-FVJ

EAL
CEN—¥VY c €

UK Directives cCA
O1F LYZS- EMEA

IEC 60947-3

IEC 60947-3; EN 60947-3; VDE 0660 Teil107 EN 60947-3
oy

UL 60947-4-1; CSA C22.2 No. 60947-4-1 LISTED7787
CSA C.22.2 No.14 @
GB/T14048.3 GBITTA048.3

Russian Maritme Regjister of Shipping

WERLELYOED

Mechanical life

No. of operations AERE (°C) Number of stages Limitations

Valid for manual operation. Valid for switches
without optional extras. The value refers to the
mechanics of the device, for lifetime of the
electrical contacts please refer to "electrical life

150000 -5-55 -- values".
Electrical life (B10-Value)
Time constant number of series

afrEs cos(¢p) (ms) BE (V) Current (A)  No. of operations contacts AC/DC TEE 1BE
- 0,64 -- 220 20 200000 1 AC 1 1
== 0,64 -- 380 15 150000 1 AC 1 1
- 0,65 -- 380 20 200000 1 AC 1 1
AC-23 - - 500 30 150000 1 AC 3 3
AC-23 -- -- 690 18 150000 1 AC 3 3
AC-22 -- -- 690 40 100000 1 AC 3 3
- - 50 60 2 100000 1 DC 1 1
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Electrical life (B10-Value)

Time constant

number of series

- ERICHBHERH LY, kB
- AM1YFOEIYMI, R, BIED

. TR,

- OVJATRERN\Y RV DR BOIHE ¢

- EMC Note: This device is suitable for use in environment A and B.

WIBELIYLBEWTLEL,
RRE (3, BRI

WSNEARBICH ST, B R OBITIENTEES,
- ROHEERBL TR, BRELEFILBNTESN,
- VSRR RSN T RIS TS MR CHTRORIEL £oTVET, IV (-ROTVRCERSNEH T RIOBOHIESEL TORTRIN, BTBEDEM I THOSN TN ETHRD

INBOEBEDONY RV OAEICE, BYBRIFENT RS RLHOV-VEFIBINRBIEE A,
- IEC60417#4& D> Y7R)V5007,5008(C &Y, "ON "& "OFF "OATE(F, YYmL "I "¢ "0 "EERBLTRTRY BN TELT,

BTER cos(yp) (ms) BE (V) Current (A)  No. of operations contacts AC/DC iEE> B
-- -- 55 110 1 150000 1 DC 1 1
- - 55 110 1 150000 1 DC 1 1
- -- 55 110 1,50 75000 1 DC 1 1
Recommended screw driver
Type of screw driver Value
Cross Screwdriver PH2
Flat blade 1x5,5
Degree of protection
IP - Code switch terminal
1P20
X - REPOIRE

FAVRE (°O) BRARE (°C) BINERFE

-40 85 -5°CLUFDHA, FEESZBRNTLEL,

e / IRE)
FIROELE fRfE
IRENME £/]\ 4g, 2-100Hz, 1,6mm
EEmE &)\ 6g, 6ms
EREE
"%

Creepage distance

Distance (mm)

12,70
Clearance
Distance (mm)
12,70
Further Pictures
Picture Purpose Picture Name
HO10/A, HO10/C HO010/B
Mounting | 1N + NG 2x 1NO +1NC Mounting | 1no + NG 2x INO +1INC
33 41 33 41 53 61 33 41 33 41 53 61
I I I I I I
NN TINT =SSN
34 42 34 42 54 62 34 42 34 42 54 62
31 43 31 43 51 63 31 43 31 43 51 63
I I I I I I
A I T T I A AT A
32 44 32 44 52 64 32 44 32 44 52 64

I_ Technical Data according to UL Specifications
R:

Auxiliary Contacts

Auxiliary Contacts

KG20 - KG64B KGB8O - KG105C
ated Voltage VA.C. 600 600
Ampere Rating A 10 10
Type of wire - Use 60/75°C copper wire only |  Use 75°C copper wire only’
Temperature rating of wire °C 60/75 75
Torque value for field wiring terminals Ib-in. R
AUX.CONT. Nm
BRIFRE
BARE [°C) BRARE [°C]
-5 55
Waste Electrical & Electronic Equipment (WEEE)
Picture name Description
Do not throw in the trash as care must be taken to ensure environmentally sound disposal and recycling. Please either use an environmentally friendly waste disposal company;
return to the supplier for disposal; or return direct to the manufacturer, Kraus & Naimer. You can find local Kraus & Naimer offices at www.krausnaimer.com
Proposition 65
Picture name Description
WARNING: This product can expose you to chemicals including nickel and lead, which is known to the State of California to cause cancer. For more information go to
www.P65Warnings.ca.gov.
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Mounting-KL11V

1,00 - 5,00

100,00 mm

4,00 x M25

H H 93,00 mm
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Wiring diagram

KG41.T303.KL11V

KG41 T303 Page 1 of 1
Face Plate
] L1 L2 L3
1 3 5 7 9 11 13 15
0
o [aR 9 | | |
180 \ \ \
Switching Angle [ s0 | 2 4 6 8 10 12 14 16
Total switching Angle 90 T1 T2 T3

0

|

90

180

Version: 102
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Face plate
S1.F656/C10.V9
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Kraus & Naimer
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