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Brève description
Kit de tapis chauffants incl. eTOUCH PRO 11m² 1760W 230V

Description du produit
Le kit eFLOOR DS PRO se compose d'une natte chauffante dipôle DS, d'un thermostat smart-switch eTOUCH PRO, d'un tube de protection FSH
pour les capteurs et d'un tuyau d'installation de 2,5 mètres : 12 mm de diamètre. La natte chauffante autocollante à mailles fines est d'une
puissance de 160 W/m², remarquablement facile à installer et dotée d'un conducteur chauffant dipôle sans champ magnétique. eTouch PRO est
un thermostat à interrupteur intégré avec écran couleur TFT 1,8", heures d'allumage et d'extinction programmables, et conforme à la directive
sur l'écoconception. Il se caractérise par sa fonction d'économie d'énergie et son design irréprochable. Tension du tapis chauffant, 230 V.

Model Heating cable Connection voltage 230|23
0

Volt

With support mat Connected load 1760|1
760

Watt

Fixation thermal conductor Glued Power 160 Watt per square metre
Self-adhesive Heating conductor load 12 Watt per metre
Suitable for damp space Resistance 30 Ohm
Suitable as outdoor surface
heating

Number of cold
conductors

1

Suitable as roof surface
heating

Length of cold conductors 4000 Millimetre

With controller Surface 11 Square metre
With room temperature
controller

Length 22000 Millimetre

With floor temperature
sensor

Width 500 Millimetre

Thickness 2,7 Millimetre

Type: SET-eFLOOR-DS-PRO-2200
Art. Nr.: 44768
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